SPECIAL PROVISION
FOR
FURNISHING CLASS SI CONCRETE (SHORT LOAD)

Effective January 1, 1989
Revised January 1, 2002

All references to Section or Articles in this specification shall be construed to mean a specific Section or Article of the Standard Specifications for Road and Bridge Construction, adopted by the Department of Transportation

Description. This item shall consist of furnishing pre-mixed concrete.

Materials. All materials shall conform to the requirements of the Standard Specifications for Road and Bridge Construction, adopted by the Department of Transportation. The composition of concrete shall be that specified for concrete for structures (except bridge decks), Class SI, under Section 1020.

Mixing and Delivery. The concrete shall be mixed and delivered to the jobsite in accordance with the requirements of Article 1020.11(d). Delivery shall be in such quantities and at such time intervals as the Engineer may elect. When the quantity of concrete delivered to the jobsite at a given time is less than ______ cubic meters (cubic yards), a load charge may be added.

Method of Measurement. The concrete will be measured for payment by the cubic meter (cubic yard).

Basis of Payment. The concrete will be paid for at the contract unit bid price per cubic meter (cubic yard) for FURNISHING CLASS SI CONCRETE (SHORT LOAD). Additional payment for the delivery of less than ______ cubic meters (cubic yards) of concrete to the jobsite at a given time will be made at the contract unit bid price per load for LOAD CHARGE.