


HOT MIX ASPHALT - QUANTITY CORRECTION (BMPR)

Effective: October 1, 2014
Revised:  October 2, 2014


Revise the fifth paragraph of Article 406.13(b) of the Standard Specifications to read as follows:

“HMA and Stone Matrix Asphalt (SMA) mixture in excess of 103 percent of the quantity shown on the plans or the plan quantity as specified by the Engineer will not be measured for payment.  The “adjusted quantity to be placed” and the “adjusted pay quantity” for HMA and SMA mixtures will be calculated as follows.

Adjusted Quantity To Be Placed = C x quantity shown on the plans or the plan quantity as specified by the Engineer

where:  C =	English:   C = Gmb x 46.8	Metric:   C = Gmb x 24.99
				     U				   U		

	and where:	Gmb 	=	 average bulk specific gravity from approved mix design
           	                         U 	= unit weight of HMA shown on the plans in lb/sq yd/in.
		   (kg/sq m/25 mm), used to estimate plan quantity
                      46.8	=	 English constant
                      24.99	=	 metric constant

Adjusted Pay Quantity (not to exceed 103 percent of the quantity shown on the plans or the plan quantity as specified by the Engineer) = B x HMA tons actually placed

where:	B =   1  . 
	           C

If project circumstances warrant a new mix design, the above equations shall be used to calculate the adjusted plan quantity and adjusted pay quantity for each mix design using its respective average bulk specific gravity.”	



