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Illinois Department of Transportation 

Bureau of Materials and Physical Research 
 

QUALIFIED PRODUCER LIST OF CERTIFIED SOURCES FOR  
LONGITUDINAL JOINT SEALANT 

August 26, 2016 
This list supersedes the June 30, 2016 list. 

 
BMPR Specification, “Hot-Mix Asphalt – Longitudinal Joint Sealant” 

Effective: March 1, 2016 
Revised: June 29, 2016 

 
 

To learn more about the certification procedure click on the bookmark to the left, “Procedure for 
Certifying a New Longitudinal Joint Sealant”. 

 
Source Location Source Number 
Asphalt Materials, Inc. Indianapolis, IN 423-01 

 
Tri-State Asphalt Morris, IL 3900-01 

 
 



Illinois Department of Transportation 
Bureau of Materials and Physical Research 

 
Procedure for Certifying a New 

 Longitudinal Joint Sealant 
 

Effective: June 30, 2016 
 
 

A.  Scope 
Before materials can be used for a Department project, the manufacturer/supplier must have a 
producer/supplier number assigned to their facility.  The producer/supplier must generate a quality 
history with production batches of longitudinal joint sealant.  This quality history is obtained by 
producing material to be tested and approved by the Bureau of Materials and Physical Research.. 
The following guidelines are provided to clarify the submittal requirements and expedite the process.   
 
 

B.   Certified Producer/Materials By Policy Memorandum 
Performance Graded Asphalts are certified by Policy Memorandum 1-08.1 “Performance Graded 
Asphalt Binder Acceptance Procedure” which can be found at the following internet link.  The 
longitudinal joint sealant is very similar to performance graded asphalt binder and will be certified 
according to the same Policy Memorandum 1-08.1 with the following exceptions.  Articles 3.1.9 and 
3.4.1.4 of the policy memorandum will be excluded. 
 
 
http://www.idot.illinois.gov/Assets/uploads/files/Doing-Business/Specialty-
Lists/Highways/Materials/Materials-&-Physical-Research/Bituminous-Chemistry/1-
08.1asphaltbinder.pdf  
 
For questions concerning the Policy Memorandum and the certification process please contact Mr. 
Ron Price at (217) 782-7961. 
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