Benchmark: TBM-5 Chiseled square on top of southeast wingwall,
Sta. 253+26.64, 17.33' LT., Elev. 663.37.
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SECTION A-A

Stone Dumped Riprap,
Class A5(3)

/

... Temporary
" Soil Retention
_System

Sta. 253+15.92
Elev. 665.60

DESIGN STRESSES
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FIELD UNITS

3,500 psi
fy = 60,000 psi (Reinforcement)

Drainage Area = 9.72 sq. mi. Existing Overtopping Elev. = 665.4 @ Sta. 253+00
Existing Structure: S.N. 088-0012 was originally built in 1927 65'-0" out to out headwalls Proposed Overtopping Elev. = 6654 @ Sta. 253+00
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¢ Centrof, ORe sane o D.HW. Elev. 661.9 7 I
traffic will be maintained =
utilizing stage construction. I~ Stage Const. Joint 0.00%
EW.S. Elev. 657.1 7 o ! Phoch T
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alvage: None 0.37% interior walls only | E E
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g , LONGITUDINAL SECTION N OF DETAILED PLANS  z[ 2|
z Remove and replace unsuitable . - ;
malerial to bottom of existing (Dimensions are at right angles to ¢ Roadway) PROFILE GRADE
i - footing, Elev. 647.4, below (Looking South) (Along ¢ Roadway)
proposed culvert.
E & A DESIGN SPECIFICATIONS
B-2 . - -
Bedding Wing Extens/on/ 2017 AASHTO LRFD Bridge Design

HIGHWAY CLASSIFICATION

F.A.P. Rte. 22 - IL Rte. 78
Functional Class: Minor Arterial (Rural)

ADT: 2,450 (2016); 2,990 (2036)

ADTT: 240 (2016); 293 (2036)

DHV: 299

Design Speed: 55 m.p.h.
Posted Speed: 55 m.p.h.

Two-Way Traffic

Directional Distribution: 50:50

LOADING HL-93

Allow 50#/sq. ft. for future wearing

Range 5E, 4th P.M.

surface.

Sheet Pile
Wing Extension

Stone Dumped Riprap,
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LOCATION SKETCH

GENERAL PLAN & ELEVATION
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[LLINOIS ROUTE 78 OVER WALNUT CREEK TRIBUTARY

Slab thickness may be refined in final design.
Utility coordination to be completed by the District.
Stone Riprap limits may be modified during final design
for roadway ditches, minimum limits for culvert shown.
Strong Post Guardrail Attached to Culvert, Std. 630101.
Precast alternate is not allowed.

F.AP. RTE. 22 - SEC. (128B)BR-2

STARK COUNTY
STATION 253+15.92

FILE NAME: H:\P\29048\WO 4 SN088-0012 IL 78 over Walnut Creek Trib Phase 1\Structural\TSL\Microstation\0882503-68897-001-General Plan & Elevation.dgn

(6) Staging to be verified during development of final plans STRUCTURE NO. 088-2503
based on most recent load rating inspection.
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FILE NAME: H:\P\29048\WO 4 SN088-0012 IL 78 over Walnut Creek Trib Phase 1\StructurahTSL\Microstation\0882503-68897-002-Details.dgn

¢ Roadway

) 12'-0" _4-0" | 5-0" | 12-0"
Stage 1 Traffic ‘ ‘ ~ Stage 2 Traffic
Stage 2 Roadway Const. Stage 1 Roadway Const.
Stage 2 Removal |Stage 1 Removal

l

16"
Temporary
Concrete Temporary
Barrier Concrete

Barrier
T ]

[ N
i
fee M
Stage 2 Culvert Stage 1 Culvert
Const. Const.

STAGE CONSTRUCTION DETAILS @
(Looking South)

APPROVED

10" 12'-0" 12'-0" 12'-0" 10"

mmbrane Waterproofing AUG 2 1 2018

for Buried Structures

10" 10"

& P N — (|
KA i z AL PREpARe /A BASIS FOR
i EPARATION OF DETAILED PLANS
@ E & T\Phoebe nesting W \—COHSt' Joint,
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g é : : Slab thickness may be refined in final design.
?'3 = Const. Joint For dimensions not shown, see Longitudinal Section on sheet 1 of 2.
typ ’ NS i : . Existing concrete shall be completely removed to 2 feet beyond the
' O+ ; ; fry‘pﬂ horizontal limits of the proposed structure.
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Remove and replace \—Est/mated bottom of existing
unsuitable material SECTION THRU BARREL footing Elev. £647.4, typ. M
ILLINOIS ROUTE 78 OVER WALNUT CREEK TRIBUTARY
F.AP. RTE. 22 - SEC. (128B)BR-2
STARK COUNTY
STATION 253+15.92
STRUCTURE NO. 088-2503
USER NAME = DESIGNED - SIN REVISED - EAP: SECTION counTy | JOTALL SHEET
/PSSAO C-II-AEESS GHEGKED = JAD REVISED - STATE OF ILLINOIS F;;E-s o s SHEETS  NO.
oy fates.com PLOTSCALE = DRAWN - SN REVISED - DEPARTMENT OF TRANSPORTATION CONTRACT NO. 68897
ILLINOIS DESIGN FIRM LICENSE NO.: 184.001115 [ PLOT DATE = 8/8/2018 CHECKED - JAD REVISED - SHEET 2 OF 2 SHEETS ]lLuNoxsi FED. AID PROJECT




