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This work shall consist of furnishing, placing, and maintaining speed indicator measurement and display units.  The units shall be trailer mounted.  These units will be deployed as directed by the Engineer as part of the advance signing for the first lane closure in each direction.  Construction speed limit signs will still be required at the locations shown on the Standards.

The speed measurement shall be by radar and provide a detection distance of one quarter (1/4) to one half (1/2) mile.

The speed indicator display shall face approaching traffic and shall have a sign legend of “Your Speed is” above the speed display, and “MPH” below the speed display.  The digital display between the fixed messages shall show two digits (00 to 99).  The minimum height of the numerals shall be eight (8) inches, and the nominal legibility distance shall be at least 750 feet.  A work-zone speed limit sign should display the posted speed below the digital display. Whenever the signs are in use, they shall be considered as traffic control devices(s).  When they are not required for use, they shall be considered as equipment.

The speed indicator measurement and display functions shall be equipped with a power supply capable of providing 24 hours of uninterrupted service.  

The Contractor is required to provide all preventive maintenance effort that is necessary to achieve uninterrupted service.  If service is interrupted for any cause and not restored within 24 hours, the engineer shall cause such work to be performed as may be necessary to provide this service.  The cost of such work shall be borne by the Contractor or deducted from current or future compensation due the Contractor.

Basis of Payment:  The furnishing, placing, and maintenance of speed indicator measurement and display units will not be measured for payment, but will be considered to be included in the contract unit price(s) of the various traffic control items.
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