Stainless steel

¢ f;”c*lign ng Parapet on 2 (50) PVC conduit ES:dogpeef on
. X X approach embedded in structure. :
Guardrail 36 (300 x 300 x 150) Dzﬁ’emem
terminal. (914) min. )
/( 1t
Do
— - /{\
— T
o
L u p T do | \\
®|3 | -- - __ 4 __ __ 1 - —— - — — — —
N ~N
Z
[ [ | r>>/ ~
Lo Lo T~— 2 (50) Liguidtight
L L <3 24 R | | flexible nonmetallic
B Eo conduit, 21 (535) \
- / } min. length.
Conduit P // /
bushlﬂg-\{-[ _ — = Bridge.
2 (50) s*roinless/ Wing wall.
steel conduit.
Stainless steel 5 (50) PVC Guit
junction box Parapet on conaul Parapet on
. [og 12 x 12 x 6 opprgoch embedded in structure. bridge.
Euor«‘drolll 56 (300 x 300 x 150 pavement. Conduit expansion/
erminal. 914) f
min. deflection fitting.
—
Do
_ o
— T
— e )°|
u 1 L = - -
e T i -
-~ . __—___—__—_— [
Z

<
~N

(610)

24 R

||
(610) } }

Conduit /
bushing.\—| - _ﬂ/

Illinois Department of Transportation

PASSED

January 1, 2015

ENGINEER OF POLICY AND PROTEDURES

APPROVED

January 1, 2015

ENGINEER OF DESYGN AND ENVIRONMENT

GI-1-T Q3nssI

2 (50) stainless
steel conduit.

Wing wall. /

Concrete
parapet.

Cavity 3 (76) larger dia.
than deflection fitting.

Stainless steel
conduit. 24 (610)
minimum length.

Deflection
coupling.

Metallic to nonmetallic
conduit coupling.

PVC conduit. See

plans for size.

Expansion
joint.
Insulating
hing.
~—Varies. bushing
: size.
c 4
> 4
4
Expansion
fitting.

Barrel of expansion
fitting flush with
concrete.

Stainless steel
connecting expansion
nipple.

COMBINATION EXPANSION/DEFLECTION FITTING

PVC conduit.
See plans for

The barrel in the expansion fitting shall be fully
embedded in the concrete on one side of the
expansion Joint. One half the length of the
deflection fitting shall be embedded in the concrete
on the other side of the expansion joint.

The Contractor shall install combination expansion
deflection fittings at all bridge expansion joints.

With the approval of the Engineer, the Contractor
may substitute two 12 x 12 x 6 (300 x 300 x 150)
min. stainless steel junction boxes attached to
back of wall and connected with liquidtight

flexible nonmetallic conduit for all expasion joints.

All dimensions are in inches (millimeters)
unless otherwise shown.
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junction box
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/ min
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ELEVATION

VIEW A-A

Parapet wall on
bridge deck.

Guardrail
Terminal.

2 (50) PVC conduit
embedded in structure.

™— 2 (50) stainless
steel conduit.

RACEWAY EMBEDDED
IN STRUCTURE

(Sheet 2 of 3

STANDARD 812001




Parapet wall on
bridge deck.

10 x 2 (3 m x 50)
stainless steel conduit

with bushing.

\— Expansion
joint.

2 (50) liquidtight
flexible nonmetallic
conduit, 6’ (1.83 m)

\2 (50) PVC conduit
embedded in structure.

Stainless steel
junction box

12 x 12 x 6
(300 x 300 x 150)
min.

Stainless steel
junction box

12 x 12 x 6
(300 x 300 x 150)
min.

Guardrail
terminal.

max. length.

36
(914)

B«

Parapet wall on
bridge deck.

Wing wall. \

| — Stainless steel
junction box

12 x 12 x 6

(300 x 300 x 150)
min.

10" x 2 (3 m x 50)
stainless steel conduit
with bushing.

[ —

Stainless steel —/

junction box

12 x 12 x 6

(300 x 300 x 150) N

min.
Expansion
joint.

ELEVATION
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\— 2 (50) liquidtight
flexible nonmetallic
conduit, 6' (1.83 m)
max. length.

\- 2 (50) PVC conduit
embedded in structure.

Stainless steel
Junction box

12 x 12 x 6
(300 x 300 x 150)
min.

Parapet wall on
bridge deck.

Guardrail
terminal.

e

Stainless steel

\ Bridge.

junction box

12 x 12 x ©
(300 x 300 x 150)
min.

conduit, 6" (1.
J max. length.

VIEW B-B

2 (50) PVC conduit
embedded in structure.

N 2 (50) liquidtight
flexible nonmetallic

83 m)
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