### MAILBOX TURNOUT

**TYPICAL APPLICATION**

**MAILBOX ON NEAR SIDE OF ENTRANCE**

**MAILBOX ON FAR SIDE OF ENTRANCE**

#### Dimension Table

<table>
<thead>
<tr>
<th>Width of Shoulder</th>
<th>Width of Turnout (Y)</th>
<th>L₁</th>
<th>L₂</th>
</tr>
</thead>
<tbody>
<tr>
<td>6-8 (1.2-2.4)</td>
<td>8 (2.4)</td>
<td>32 (9.5)</td>
<td>32 (9.5)</td>
</tr>
<tr>
<td>8-10 (2.4-3.0)</td>
<td></td>
<td>20 (6.0)</td>
<td>20 (6.0)</td>
</tr>
</tbody>
</table>

#### General Notes

Mailboxes shall be mounted such that the face of the mailbox is 6 (150) to 12 (300) inches from the edge of the turnout surfacing.

All dimensions are in inches (millimeters) unless otherwise shown.

---

**STANDARD 406201-01**

January 1, 2008

**DATE**

**REVISIONS**

- Switched units to English (metric)
- Deleted note regarding Township & Dist. roads

**Illinois Department of Transportation**

**ENGINEER OF POLICY AND PROCEDURES**

**APPROVED**

**ISSUED**

1-1-08

**PASSED**

1-1-97

**1-1-97**

**Revised Standard 217-1**

**1-1-08**

**Switched units to English (metric)**