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Certificate of Analysis on
Performance Graded Asphalt Binder

	

	Test ID Number (To be entered by IDOT):
	
	

	

	Inspector SSNo.:
	500000000
	Date Sampled:
	     
	Sequence No.:
	     

	

	Type of Inspection:
	PRO
	Total Samples:
	01
	

	

	Producer No.:
	     
	Name:
	     
	Location:
	     

	

	Material Code:
	     
	Name:
	     
	

	

	Inspected Quantity:
	     
	Unit:
	TONS
	Sampled From:
	     

	

	Resp. Org. Loc.:
	50
	Lab:
	PP
	Name:
	     

	

	

	

	Performance Graded Asphalt Binder Test Results

	

	Specific Gravity @ 15.6 C:		
	     
	

	

	Flash Point, Cleveland Open Cup, C:	
	   
	

	

	Rotational Viscosity @ 135 C, Pa·s:	
	     
	

	

	Change in Mass, RTFO, %:			
	     
	

	

	PAV Aging Temperature, C:		
	
	

	

	
	Temp, C
	
	m-Value
	
	Creep Stiffness, MPa
	

	

	Bending Beam Rheometer:
	
	
	     
	
	   
	

	

	

	
	Temp, C
	
	G*, kPa
	
	Delta,
	
	G*/sin(D), kPa
	
	G*sin(D), kPa

	

	DSR Original Binder:
	
	
	    
	
	    
	
	    
	

	

	DSR RTFO Residue:
	
	
	    
	
	    
	
	    
	

	

	DSR PAV Residue:
	
	
	    
	
	    
	
	    

	

	

	Viscosity Graded Tests
	Absolute Viscosity @ 60 C, Pa·s:
	     
	Pen @ 25 C, 100g, 5 sec., 0.1 mm:
	   
	

	

	

	Polymer Tests
	Force Ratio:
	    
	Elastic Recovery, %:
	  
	Separation of Polymer, C:
	    

	

	

	

		This certifies that the above material complies with the Performance Graded Asphalt Binder Specifications of the

		State of Illinois, Department of Transportation. The above volumes and analyses are correct.

	

	Certified By:
	
	/	     
	Date:
	
	

	
	Signature
	Type / Print
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