	[image: DOTLOGO2]
	
Certificate of Analysis on Emulsified Asphalt

	

	Test ID Number(to be entered by IDOT):
	
	

	

	Inspector SSNo.:
	500000000
	Date Sampled:
	     
	Sequence Number:
	     

	

	Type of Inspection:
	PRO
	Total Samples:
	01
	

	

	Producer No.:
	     
	Name:
	     
	Location:
	     

	

	Material Code:
	     
	Name:
	     
	

	

	Inspected Quantity:
	     
	Unit:
	GAL
	Sampled From:
	     

	

	Resp. Org. Loc.:
	50
	Lab:
	PP
	Name:
	     

	

	

	

	Emulsified Asphalt Test Results

	

	Density @ 15.6 oC, Kg/L:	
	[bookmark: Text15][bookmark: Text34]      
	

	

	[bookmark: Dropdown18]Viscosity, Saybolt @  oC, SFS:
	
	[bookmark: Text16]     
	

	

		
	[bookmark: Text17]     
	

	

	[bookmark: Dropdown19]Demulsibility, 35 ml, , %:
	
	[bookmark: Text19]     
	

	

		
	[bookmark: Text18][bookmark: Text39]    
	

	

		
	[bookmark: Dropdown10][bookmark: Text37]     
	

	

		
	[bookmark: Dropdown9][bookmark: Text36]     
	

	

	Particle Charge Test: 	
	[bookmark: Dropdown8] 
	

	

	Residue from 	
	[bookmark: Text20]     
	

	

	[bookmark: Dropdown15]Oil Distillate by volume to  oC, %:	
	[bookmark: Text21]     
	

	

	Characteristics of Distillation Residue
	

	

	Float Test @ 60 oC, sec.:	 
	[bookmark: Text22]      
	

	

	Penetration @ 25 oC, 100g, 5 sec. , 0.1 mm:	
	[bookmark: Text23]     
	

	

	[bookmark: Dropdown20]Ductility @  oC, mm:
	
	[bookmark: Text24]      
	

	

	Solubility in Trichloroethylene, %:	
	[bookmark: Text25]     
	

	

	Absolute Viscosity, 60 °C, Pa-s:
	[bookmark: Text26]      
	

	

	Elastic Recovery, 4 oC, 200mm, 1 hr, %:	
	[bookmark: Text27]     
	

	

		
	[bookmark: Text28]     
	

	

	

		This certifies that the above material complies with the Emulsified Asphalt Specifications of the State of Illinois,


		Department of Transportation. The above volumes and analyses are correct.


	

	Certified By
	
	[bookmark: Text38]/ 		     
	Date:
	

	
	Signature
	Type / Print
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