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		Calibration of Concrete Test Equipment
	Cylinder Molds, Plastic or Metal,
	6” x 12”

	

	Note: Metal cylinder molds may be used for only precast concrete or precast prestressed concrete products when approved by the Engineer.

	

	Owner of Equipment:
	     
	Manufactured By:
	     

	

	Model No.:
	     
	Serial No.:
	N/A
	IDOT No.:
	N/A

	

	Inspection References: (check one)
	|_|  Illinois Modified AASHTO T 23 and IL Mod. M 205
	|_|  ASTM C 31 and ASTM C 470A

	

	Frequency:
	a.	Minimum 3 randomly chosen molds per shipment, or
b.	When there is a question of calibration.

	
	CalibrationsB

	
	# 1
	# 2
	# 3
	# 4
	# 5
	# 6

	Record date of inspection. (mm/dd/yy)
	     
	     
	     
	     
	     
	     

	Indicate date of next inspection. (mm/dd/yy)
	     
	     
	     
	     
	     
	     

	Are interior and exterior clean? (Y/N)
	     
	     
	     
	     
	     
	     

	Record inside diameter. (6 ± 1/16 in. (152 ± 1.6 mm))
	     
	     
	     
	     
	     
	     

	Record height. (12 ± 1/4 in. (305 ± 6 mm))
	     
	     
	     
	     
	     
	     

	Record wall thickness.
	     
	     
	     
	     
	     
	     

	Is mold watertight? C (Y/N)
	     
	     
	     
	     
	     
	     

	Are top and bottom perpendicular to the vertical axis? C
(within 1/8 in. in 12 in. (3 mm in 300 mm))
	     
	     
	     
	     
	     
	     

	Is bottom inside surface plane? C
(within 1/16 in. in 6 in. (1.6 mm in 152 mm))
	     
	     
	     
	     
	     
	     

	Is bottom flush with sidewall bottom? C
(within 1/16 in. (1.6 mm))
	     
	     
	     
	     
	     
	     

	Is sidewall bottom fillet within 1/8 in. (4 mm) vertical and 3/16 in. (5 mm) horizontal? C (Y/N)
	     
	     
	     
	     
	     
	     

	Is tamping rod tip hemispherical? (Y/N)
	     
	     
	     
	     
	     
	     

	Record diameter of tamping rod and hemispherical tip. 
(5/8 in. (16 mm) is specified)
	     
	     
	     
	     
	     
	     

	Record tamping rod length. (≥23 in. (584 mm); 20 ± 4 in. 
(500 ± 100 mm)A)
	     
	     
	     
	     
	     
	     

	Record mallet weight (mass). (1.25 ± 0.50 lb (0.57 ± 0.23 kg))D
	     
	     
	     
	     
	     
	     

	Indicate rubber or rawhide mallet head.D
	     
	     
	     
	     
	     
	     

	Is the cover for curing in good condition? (Y/N)
	     
	     
	     
	     
	     
	     

	

	Name of Inspector/Comments:  (For BMPR*: Supervisor shall initial each calibration following completion.)

	# 1
	     

	# 2
	     

	# 3
	     

	# 4
	     

	# 5
	     

	# 6
	     

	

	*BMPR: IDOT Bureau of Materials and Physical Research


	

	A	Only applies to laboratories inspected by the Cement and Concrete Reference Laboratory (CCRL).
B	A “No” answer or measured value outside of indicated tolerances requires the equipment to be repaired or replaced.  For a shipment of molds, if one or more of the three random samples is unacceptable, return the shipment or check all molds.  For any discrepancy, the applicable inspection reference(s) checked above shall have precedence over this calibration form.
C	Refer to Illinois Modified AASHTO M 205 or ASTM C 470 according to the reference checked above.
D	Mallet is used for metal cylinder molds.
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