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	Final Plan Check

	

	
	Route:
	[bookmark: _GoBack]     

	
	Section:
	     

	
	County:
	     

	
	Contract No.:
	     

	

	

	

	1.	Does Construction Field Engineer want Contractor Staking?

	[bookmark: Check1][bookmark: Check2]	|_| Yes	|_| No

	

	2.	Does Construction Field Engineer want a critical path instead of a progress report?

		|_| Yes	|_| No

	

	3.	Do we want double priming on this project?  (Not required on intermittent resurfacing or SMART jobs.)

		|_| Yes	|_| No

	

	4.	Do we need cofferdams for construction of the culvert or bridge?

		|_| Yes	|_| No

	

	5.	Do you want an Engineer’s Field Office on this project?

		|_| Yes	|_| No

	

	6.	Do you want Inlet Filters used on Urban projects with manholes with open lids or Inlet Special?

		|_| Yes	|_| No

	

	7.	Are the existing aggregate shoulders low?  Do you want the following general note added to the plans?

	

		To help avoid excess drop offs at the edge of pavement, the existing aggregate wedge or shoulder is to be pulled up and rolled to match the edge of pavement before placing any bituminous material.  All costs associated with pulling up the shoulders shall be considered included in the contract unit price per TON for HOT‑MIX ASPHALT SURFACE COURSE of the type specified.

		|_| Yes	|_| No
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