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DATE REVISIONS

January 1,

January 1,

1-1-13

GENERAL NOTES
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SECTION A-A

ENTRANCE / ALLEY PEDESTRIAN CROSSING

Sidewalk Ramp, 15' (4.57 m) max.

warning

Detectable

See DETAIL A

curb, typical

Face of roadway

in paved areas

Ramp side flare

PEDESTRIAN CROSSINGS

ENTRANCE /  ALLEY

roadway

Edge of

typical, 4' (1.22 m) min.

Sidewalk width 5' (1.52 m)

SECTION B-B
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Pedestrian crossing 

Upper landing

warning

Detectable

22warning

Detectable

devices (i.e. stop signs, signals).

with permanent traffic control

installed at entrances/alleys
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Upper landing

Upper landing, 4' (1.22 m) min. 1

flatter than 1:20.

Upper landing not required for ramp slopes
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landings.

the need for ramps and upper

the entrance/alley to avoid

grade of the sidewalk across

Where possible, maintain the

2013

2013

1-1-12 New standard.

Revised General Notes.

STANDARD 424026-01

unless otherwise shown.

All dimensions are in inches (millimeters)

preferred.

Where 1:50 maximum slope is shown, 1:64 is

(V:H).

displacement to units of horizontal displacement

All slope ratios are expressed as units of vertical


