Typical location for
lifting device.

Welded wire reinforcement.

hole or lifting loop.
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The flat slab top may be used in lieu of
the tapered tops shown on Standards
602001, 602011, 602016, 602306, 602401, or
602501 at the option of the Contractor
or when field conditions prohibit the
TABLE use of tapered tops.
b Reinforcement No. 4 (No. 13) All dimensions are in millimeters (inches)
BAR C D T (mion) + “As’ W.MW.R. OR Bar Bar C unless otherwise shown.
——— : each direction size |Length|Radius
36 g 6 0.20 sq. in./ft. | No. 4 | 4'-0" 19 DATE REVISIONS
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lllinois Department of Transportation 500) 818 4 (50| (425 sq. mm/m) | (No. 13)] (1.2 m) | (480) 4-1-16 Changed ferminology to PRECAST REINFORCED
Aoril 1 = (?12-0”) 83 :‘ (1560) (()%ZEC)) o ih'//ﬁ)' (l\'l\lo- 1%) (14;56”) (62660) welded wire reinforcement.
PASSED pril 1, 2016 7 2m O,§770 sq. mm/m o. .35 m CONCRETE FLAT SLAB TOP
a 5-0" | O 8 0.35 sq. in./ft. No. 5 | 5-0" 32 - - —
FNCINEER OF TROLICY AND FROCEDURES - (1.5 m| & (200)| (740 sq. mm/m) | (No. 16)| (1.5 m)| (810) 1714 | Omitted detail for ITfTing
APPROVED April 1, 2016 o
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